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Client

Product

Designation

Overall dimen-
sions (W x H)

(Frame)
Material, system
Attack side
Type of opening

Glazing

Hardware

Installation

Evidence of Performance
Burglar Resistance

Test Report 212 41420 e

Translation of Test Report 212 41420 dated
4 August 2010

ALUMINCO S.A.
Megali Rahi

32011 INOFITA VIOTIAS
Greece

Burglar-resistant doorset
Single leaf door Al - 590

1,230 mm x 1,480 mm
Aluminium; Al - 590
Closing side / closing face as per DIN 107

Single leaf, hinged

None

5-point lock with hook STV-U2471/35 92/8 M4 EST /
company: Winkhaus as per DIN 18251 grade 3; continu-
ous strike plate, company: Winkhaus; double cylinder as
per DIN EN 1303 Class P2BS; hardware furniture as per
DIN 18257 Class ES1 ZA, company: Hoppe; 3 two-part

hinges EA590-320U / Giesse Domina; 2 double bolt reten-

tions STV-ZWANDSV.ZV U2403 GR / company: Wink-
haus

As per installation instructions of company
ALUMINCO S.A

Special features

ift Rosenheim
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Robert Krlppahl Dipl.-Ing. (

Product engineer

Building components
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Burglar resistance

Resistance Class 2
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Jens Pickelmann
Test engineer
Mechanics Laboratory
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Basis

DIN V ENV 1627 : 1999
Windows, doors, shutters - -
Burglar resistance - Require-
ments and classification

DIN V ENV 1628 : 1999
DIN V ENV 1629 : 1999
DIN V ENV 1630 : 1999

Representation

Instructions for use

This test report serves to dem-
onstrate burglar resistance.

Validity

The data and results given refer
solely to the described and
tested specimen. Testing to
burglar resistance does not al-
low any statement to be made
on any further characteristics of
the present structure regarding
performance and quality.

In deviation from the tested
type, the following dimensional
changes are permitted:

width +10% and —20%

height +10% and —20%

Notes on publication

The ift Guidance Sheet "Condi-
tions and Guidance for the Use
of ift Test Documents" applies.
The cover sheet can be used
as an abstract.
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